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Cable and rope stockings
>> RP-100-3

Here three insertion stockings
made of galvanized steel strands
are joined in a compression clamp
and are fitted with a single thimble
— so this triple stocking can be used
to take up three cables individually
(e.g. single line cables) and pulling
them in a single pull without any
strain on the cable.

(3-layered / enhanced)

RP-100-3: Available in standard lengths 1300 mm (1000 mm braiding, 300 mm head). Other lengths upon request!
Also available in the following design:

>> STAINLESS STEEL (STAINLESS STEEL BRAIDING) >> STRAINED BOWDEN CABLE
>> STAINLESS STEEL REINFORCED (three-layer design for higher tensile strength) >> PLASTIC COATED STRANDS
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For cables and ropes Permissible tension load Thimble size Braiding / total  Part number
with @ from - to in kN /tons for bolt @ length

approx. approx. mm approx. mm

20 - 30 mm 26,01 /2,65 flexible rope eyelets 1000/ 1300 RP - 1020

30 -40 mm 31,20/ 3,18 flexible rope eyelets 1000/ 1300 RP - 1030

40 - 50 mm 64,08 /6,53 flexible rope eyelets 1000/ 1300 RP - 1040

50 - 60 mm 64,08 /6,53 flexible rope eyelets 1000/ 1300 RP - 1050

60 - 80 mm 85,44 /8,71 flexible rope eyelets 1000/ 1300 RP - 1060

80 - 100 mm 136,80/ 13,95 flexible rope eyelets 1000 / 1300 RP - 1080

100 - 120 mm 152,01 /15,50 flexible rope eyelets 1000 / 1300 RP -10100

120 - 140 mm 258,72/ 26,38 flexible rope eyelets 1000/ 1300 RP-10120
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Greater loads and higher tensile forces
and special designs on request.
Produceable immediately.
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